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1) Context Map 

This map shows the extent of the Route 9 corridor study area, which is displayed by the thick 
black line. The project corridor is approximately 13 miles long and extends from the West 
Virginia border to the west, to the Route 7 interchange to the east. Places of interest are noted 
along the corridor such as surrounding businesses, schools, churches, and grocery stores or 
markets. This information not only demonstrates the vitality of the Route 9 corridor, but also 
helps the study team to understand travel destinations, surrounding land use, and how the 
corridor is used by the public. Municipal boundaries, such as the Towns of Hillsboro and 
Purcellville, are shown in dark brown. Village Conversation Overlay Districts, such as  the Villages 
of Paeonian Springs, Waterford, and Neersville, are shown in pink with diagonal hatching. 
 

  



 
 

 
 

2) Ongoing & Upcoming Development & Transportation Projects 
Ongoing and upcoming transportation projects in the area were gathered, specifically those on 
and off the Route 9 corridor that could impact future travel on the study area. Similarly, 
upcoming private development projects were incorporated. This information was reviewed to 
provide a clearer picture of future conditions and potential improvements as well as to support 
the determination of future travel patterns within the study area. Each project shown on this 
map is titled, and a description is provided for additional details. Active projects are shown in 
green and proposed projects are shown in purple. 
 
 

 
  



 
 

3) Existing Traffic Conditions 
Existing traffic conditions are shown along the study corridor, including posted speed limit, 
traffic volumes, and intersection control.  

 The relative size of the roadway segment corresponds to the Annual Average Daily 
Traffic, also known as AADT. AADT is the average total number of vehicles traveling a 
given segment of roadway in one day. The number shown includes both directions of 
the roadway and is adjusted for seasonal variation. All values are reported from VDOT’s 
2018 AADT Book.  

 Signalized intersections are noted by the traffic signal icons. There are five signalized 
intersection along the Route 9 corridor.  

 Each posted speed limit is shown by a different color along the corresponding roadway 
segment. Two segments have been noted with an asterisk on the map: just east of 
Berlin Turnpike and southeast of Clarkes Gap Road. For these two segments: 

o The posted speed limit is different in each direction of travel.  
o The westbound direction of travel has a posted speed limit of 40 miles per 

hour.  
o Whereas the eastbound direction of travel has a posted speed limit of 45 miles 

per hour.  
 

 

 


